
 

Teknik değerler Fotometrik değerler
IP-Sınıf : Güç :
Gerilim : Renk :
Kablo : Lümen :
Çalışma sıcaklığı : -10°C - 40°C Işık Açısı :

Technical data Photometric data
: Power :

Voltage : Color temperature :
Cable : Lumionus :
Working temperature : -10°C - 40°C Beam angle :

WW
RGB

IP68  LED N232 SPOT

LunaLight LED N232 Lamba cam elyaf ile güçlendirilmiş termo plastik malzemeden imal edilmiştir. Korozyona dayanıklıdır. Lamba ön 
aynası AISI 316 paslanmaz çeliktir. Sualtı aydınlatması olarak kullanılır (IP68). Lambalar P-LED ampulu, beton kasası ve 3,0 m 
uzunluğunda kablosu ile birliktedir. 

12 W
3000ºK - WW ; 6000ºK - CW ;  RGB
900 lm

Sipariş kodu / Ordering code

IP-Classfication

5,0 m  H05RN-F 
24 VDC

60º ;120º

5,0 m  H05RN-F 

IP68 (max. 1 m)

ölçüler mm'dir

24 VDC
12 W

900 lm
3000ºK - WW ; 6000ºK - CW ;  RGB

LunaLight 

LunaLight LED N232 made of glass fiber reinforced thermo-plastic material. Resistant to corrosion. Cover made of AISI 316 stainless 
steel. For underwater use only (IP68). Lights as standard is together with P-LED, niche and 3.0 m cable. 

IP68 (max. 1 m)

60º ;120º

12 W - 24 VDCLED N232 -124W 
LED N232 -124X 12 W - 24 VDC
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